
HMTS Series 
Low-Temperature Plasma Sterilization

Models:
HMTS-30E
HMTS-80E
HMTS-142
HMTS-142D Pass-Through







SM
-2

84
 C

A 
EN

 R
4

Distributed by:

SciCan Ltd.
1440 Don Mills Road, Toronto, Ontario M3B 3P9
Tel: 416.445.1600   Fax: 416.445.2727
Toll free: 1.800.667.7733   custservice.ca@scican.com

Manufactured by:
HUMANMEDITEK Co., Ltd.
135, Gasan digital 2-ro, 
Geumcheon-gu Seoul, 153-803, Korea
Tel: +82-2-6292-2588
Fax: +82-2-868-1551

HMTS-30E HMTS-80/80E HMTS-142
Chamber Volume 

Actual 34 L 80 L 142 L

Usable 30 L 71 L 120 L

Number of shelves 2 2 Up to 3

Cycle Time (min.)

Surface 25 – 3 min 25 – 3 min (HMTS 80-E) 35 – 3 min

Endo - 38 – 3 min (HMTS-80E) 50 – 3 min

Standard 27 – 3 min 38 – 3 min (HMTS-80E) 62 – 3 min

Advanced 39 – 3 min 53 – 3 min  (HMTS-80E) 68 – 3 min

Cycle Time (HMTS-80) 35-40 min  (HMTS-80)

# Cycles per Bottle of H202 agent

Surface 30 24 20

Endo - 25 21

Standard 20 17 12

Advanced 15 13 10

Machine Dimensions (W x H x D) 740 X 825 X 725 mm 740 x 1670 x 835 mm 833 x 1688 x 1016 mm

Machine Weight 160 kg 430 kg 550 kg

Cycle Temperature 55”C 55”C 55”C

Hydrogen Peroxide Concentration 50% 50% 50%

Printer and Memory Card Built-in Built-in Built-in

Display 7�� colour 
TFT touchscreen

6.4�  colour (HMTS-80E)
5.7�  (HMTS-80)
TFT touchscreen

8.4� colour
TFT touchscreen

Network 100/10 Mbps Ethernet 100/10 Mbps Ethernet 100/10 Mbps Ethernet

Operating system Windows Embedded Windows Embedded (HMTS-80E) Windows Embedded

Installation and operating requirements

Electrical connection 220V, 60Hz, 20A, Single phase 220V, 60Hz, 20A, Single phase 220V, 60Hz, 20A, Single phase 

Venting or plumbing required None None None

Mobility Built-in wheels Built-in wheels Built-in wheels

Operational environment Temperature: 18°C - 35°C	
Humidity: 10% - 85% RH (non-
condensing)

Temperature: 18°C - 35°C	
Humidity: 10% - 85% RH (non-
condensing)

Temperature: 18°C - 35°C	
Humidity: 10% - 85% RH (non-
condensing)

Installation space Surface: Flat = 5mm/m
Minimum distance from wall: 300mm
Minimum service access: 1m on all sides

Surface: Flat = 5mm/m
Minimum distance from wall: 300mm
Minimum service access: 1m on all sides

Surface: Flat = 5mm/m
Minimum distance from wall: 300mm
Minimum service access: 1m on all sides

Technical Speci�cations*

HMTS-30E HMTS-80/80E HMTS-142
H202 agent HMSA120 HMSA120 HMSA120

Printer paper (5 rolls per box) HMPP-3 HMPP-1 HMPP-2

Biological Indicator (30 per case) HMBI24 HMBI24 HMBI24

Incubator HMIB HMIB HMIB

Chemical Indicator Strip (250 per pack) HMCS HMCS HMCS

Chemical Indicator Tape (5 rolls per box) HMCT HMCT HMCT

Smart Card reader (HMTS-80) - HMSMS (HMTS-80) -

Accessories

*Speci�cations subject to change without notice.
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